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TESTING 2/18/2009 
 
UNIT TESTED: SANITECH MARK IV w/SS COILS 

TEMPERATURE SETTING: 250°F, 120°C 

TESTING DONE: INDOORS WITH NATURAL VENTILATION  

VOLUME OF TESTING ROOM: 18,000 CUBIC FEET  60’ L x 25’ W x 12’ H 

HEIGHT OF TESTING: 5’ FROM FLOOR – FACIAL LEVEL OF A WORKER 

DISTANCE FROM MARK IV: TESTING DONE AT 5’, 10’, & 20’ 

DURATION: READINGS TAKEN AT 15 MIN, 30 MIN, 60 MIN & 120 MIN 

 

 

CARBON MONOXIDE TESTING 
 

DISTANCE FROM MARK IV 

 

 5 FEET 10 FEET 20 FEET 

15 MIN 18 PPM 15 PPM 13 PPM 

30 MIN 22 PPM 18 PPM  15 PPM 

60 MIN 25 PPM 21 PPM 17 PPM 

120 MIN 26 PPM 22 PPM 17 PPM 

 

 

 

CARBON DIOXIDE TESTING 
 

 

 5 FEET 10 FEET 20 FEET 

15 MIN 1750 PPM 1470 PPM 1180 PPM 

30 MIN 2060 PPM 1650 PPM  1370 PPM 

60 MIN 2280 PPM 1880 PPM 1540 PPM 

120 MIN 2440 PPM 1990 PPM 1570 PPM 

 

 

 

 


